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UPS Network Management Card 2 with
Environmental Monitoring
AP9631

Call for More Information (0) 2 617 5555

• Includes: CD with software, Temperature sensor, User manual

Communications & Management

Authentication Radius

Physical

Maximum Height 38MM, 3.8CM

Maximum Width 121MM, 12.1CM

Maximum Depth 114MM, 11.4CM

Net Weight 0.09KG

Shipping weight 0.34KG

Shipping Height 51MM, 5.1CM

Shipping Width 235MM, 23.5CM

Shipping Depth 159MM, 15.9CM

Color Black

Environmental

Operating Temperature 0 - 45 °C

Operating Relative Humidity 0 - 95 %

Operating Elevation 0 - 3048meters

Storage Temperature -5 - 45 °C

Storage Relative Humidity 0 - 95 %

Storage Elevation 0 - 15240meters

Disclaimer: Documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user's applications.
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Conformance

Approvals AS/NZS 3548 (C-Tick) class A, EN 55022 class A, EN 55024, FCC part 15 class A,
GOST, ICES-003, VCCI class A

Standard warranty 2 years repair or replace

Sustainable Offer Status

RoHS Compliant

PEP Available in Documentation tab

EOLI Available in Documentation tab
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