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10
Line Interactive UPS

◆ Rear Panel

pecification:S 

All specfica ons are subject to change without prior no ce
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1-3KVA

HT11 series 
High Frequency Online UPS

●
●

●
●
● Cold start
●
●
● LCD/LED display
● Smart RS232 port with monitoring software
●

Model

Capacity

Voltage

Voltage Range

Frequency

Voltage

Frequency

Harmonic Distr on

Waveform

Crest Factor

AC to AC

Ba ry Mode

Ba ery Voltage

Ba ry Number 12V 7AH*3pcs External 12V 7AH*6pcs External 12V 7AH*8pcs Ex

ternal

Rated Charge Current 1A 5.5A 1A 5.5A 1A 5.5A

Interface

Oper on Temperature

Humidity

Audible Noise ≤45dB

Dimensions(W*D*H)mm

Weight (KG) 12 6 22 10 26 10

50/60Hz ±0.05Hz

Output

Input

220/230/240Vac

115~300Vac

40~70Hz

220/230/240Vac ±1%

96Vdc

≤3%（linear load)；≤5%（non-linear load)

Pure Sine Wave

3:1

Efficiency

>85%

>83%

≤50dB

144*350*236 190*425*336 190*425*33

6Physics

36Vdc 72Vdc

Ba ery 

Communica n

RS232 / SNMP card(Op onal) / USB(Op onal)

Environment

0~40℃

0~95%（non-condensing)

HT1102S HT1102L HT1103S HT1103LHT1101S HT1101L

◆Application

◆Features

Wide input voltage range and stable power supply 
extends battery lifetime
DSP technology

True online double-conversion technology

Advanced PFC technology,input PF>99%

Smart slot for mission critical applications
● Power Factor 0.9

Power Factor

Lighting and surege protection
Automatic battery charging on/off mode

◆

◆

◆

2KVA/1800W

1KVA/900W

3KVA/2700W

True Online Double Conversion

True Online Double Conversion

1-3KVA
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◆ Rear Panel

pecification:S

All specfica ons are subject to change without prior no ce
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1-3KVA

HT11 series 
High Frequency Online UPS

●
●

●
●
● Cold start
●
●
● LCD/LED display
● Smart RS232 port with monitoring software
●

Model

Capacity

Voltage

Voltage Range

Frequency

Voltage

Frequency

Harmonic Distr on

Waveform

Crest Factor

AC to AC

Ba ry Mode

Ba ery Voltage

Ba ry Number 12V9.6AH*3pcs External 12V9.6AH*6pcs External 12V9.6AH*8pcs

Backup Time (Full Load) 5 Mins 

Interface

Oper on Temperature

Humidity

Audible Noise ≤45dB

Dimensions(W*D*H)mm

Weight (KG) 12 6 22 10 26 10

50/60Hz ±1%

Output

Input

 220/230/240Vac

 220Vac ±25%

50/60Hz ±10%

220VAC ±5%

96Vdc

≤3%（linear load)；≤5%（non-linear load)

Pure Sine Wave

3:1

Efficiency

>85%

>83%

≤50dB

144*350*236 190*425*336 190*425*33

6Physics

36Vdc 72Vdc

Ba ery 

Communica n

RS232 / SNMP card(Op onal) / USB(Op onal)

Environment

0~40℃

0~95%（non-condensing)

HT1102S HT1102L HT1103S HT1103LHT1101S HT1101L

◆Application

◆Features

Wide input voltage range and stable power supply 
extends battery lifetime
DSP technology

True online double-conversion technology

Advanced PFC technology,input PF>99%

Smart slot for mission critical applications
● Power Factor 0.9

Power Factor

Lighting and surege protection
Automatic battery charging on/off mode

◆

◆

◆

2KVA/1800W

1KVA/900W

3KVA/2700W

True Online Double Conversion

True Online Double Conversion

1-3KVA
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External

5 Mins 5 Mins 
Depend
On Load

Depend
On Load

Depend
On Load




