
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Key Features 

 2.0 megapixel progressive scan CMOS 

 HD digital output, up to 1080p resolution 

 0.1 Lux@(F1.2, AGC ON) 

 120 dB true WDR (Wide Dynamic Range) 

 Electronic shutter 

 AGC 

 USB 2.0  

 Applicable for ATM, VTM machines 

 

 

  

DS-2CS55D7B 

1080p USB WDR Covert Camera 

 

     
 

 



 

 

USB Pin Description 

Pin Description 

1 Shield 

2 5 VDC 

3 D+ 

4 D- 

5 Ground 

 

  

 
Specification 

 
 
 
 

Camera 

Image Sensor 2.0 megapixel progressive scan CMOS 

Min. Illumination 0.1 Lux@(F1.2, AGC ON) 

Shutter Time 
1/25 s to 1/50,000 s 
1/30 s to 1/50,000 s 

Resolution 1920 (H) × 1080 (V) 

Lens 2.1 mm, 2.8 mm, 3.6 mm, 6 mm  

Horizontal Field of View 137° (2.1 mm), 115° (2.8 mm), 91° (3.6 mm), 60° (6 mm) 

Lens Mount M12 

Frame Rate 1080p@25fps, 1080p@30fps 

SNR > 62 dB 

Interface 

Video Output USB 2.0, 1 HD digital output 

General 

Operating Conditions 
-30° C to 70° C (-22° F to 158° F) 
Humidity: 90% or less (no condensation) 

Power Supply 5 VDC ± 10% 

Power Consumption Max. 1.5 W 

Dimensions 40.9 mm × 34.5 mm × 31 mm (1.61" × 1.36" × 1.22") 

Weight Approx. 150 g (0.33 lb.) 

  



 

 

Order Model 

DS-2CS55D7B 

Dimension 

 

34.5 mm 
(1.36")

40.9 mm (1.6" )

15 mm (0.59") 

12.5 mm (0.49")

31 mm (1.22")

29 mm (1.14")

34.5 mm 
(1.36")
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